
 
 
 
 
 

 
 

 

Rear 4-PIN Camera 

 
 

 

 

Features 

 

• AHD camera 

• Resolution 720P 

• 2.8mm lens 

• 0Lux 

• Waterproof IP67 

 
 

• IR up to 10m 

• Connector M12 

• Suitable for vehicle embarkation 



 
 
 
 
 

 
Specifications 

 

 

 
Sensor 1/3" Sony Starvis CMOS Progressive scan 

 
Resolution 720p (1280x720) 

 
Lens 2.8 mm (H: 91º, V: 50º, D: 107º) 

 
Shutter 1/25 ~ 1/25.000s (auto) 

 
Image enhancement DWDR, BLC, ATW, AWB, Auto Gain, 3D DNR 

 
S/N >50dB 

 
Minimum Illumination 0.01 Lux (IR OFF), 0 Lux (IR ON) 

 
Day / Night ICR IR Filter 

 
IR range 10 m 

 
Video output 1.0 Vp-p AHD 

 
Connection interface Aviation connector 4-Pines M12 

 
Power 12V DC, 130mA. <1.56W 

 
Temperatura de funcionamiento -40ºC ~ 70ºC, <95% 

 
Grado de Protección IP67 

 
Dimensión 75 (Fo) x 65.1 (An) x 73.7 (Al) mm 

 
Peso 280g 
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